
Shaft diameter
(mm)

Bore diameter
(mm)

Outside diameter
(mm)

Max. reach
(mm)

Separator 10-105 - 175 (max.) 150

Internal gripping puller - 159-222 - 160

External gripping puller - - 30-155 160

Reference TOOL BPES 10-105

Contents 1 adjustable bridge, 1 separator, 2 removable puller arms
2 extensions, 1 tip protector, 2 coupling nuts

Case dimensions 490 x 500 x 130 mm

Case weight 11 kg

Capacity 100 kN (10 tons)

b Description of components of the BPES case 10-105

PULLER - STRIPPING KIT 

Type Capacity 
(ton)

Reach
(max.)

Spread - A Dimensions 
(mm) Weight 

(kg) 
Min. Max. B C D E F

Thrust 8 130 44 280 270 140 28 M12-P1.75 30

19.5Extraction (external) 12 240* 85 300 260 140 28 - -

Extraction (internal) 8 105 110 210 130-150 - - 1”-12UNF -

* without adapter (180 mm with adapter)

Reference TOOL PUSH/PULLER 8/12 Tons

Contents 1 double acting hydraulic cylinder, 3 arms, 3 extensions, 1 internal gripping puller

HYDRAULIC PULLER FOR MOUNTING AND REMOVAL b P 25

Min. 10 - Max. 105
Reach max. : 150mmExt. 

Min. 30 - Max. 155
Reach max. : 160mm

Int. 
Min. 159 - Max. 222
Reach max. : 160mm
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